
Nitrogen source apportionment for the  catchment, estuary and 

 

adjacent coastal waters of the Scheldt – SSA 9 formulation

Three different modelling environments for different purposes

•

 

Extend: for aggregation and integration, including for the estuarine section

•

 

PC‐Raster: for routing of water flow and N loads in the catchment, excluding the estuary

•

 

Farm‐gate balances: to include economic realism 

next steps in modelling

•

 

Finalizing the model train: calibration and validation of N loads, coupling three 

 

model lines

•

 

Specifying scenarios and management measure packages

•

 

Running scenario analyses

Joachim Maes1, Hans van der Kwast1, Fritz Hellmann2, Steven Broekx1, Jan Vermaat2, Bert van Eck3, Leo De Nocker1, Jannette van 

 

Buuren3, Liesbet Vrancken1, Jetske Bouma2, Roy Brouwer2, Mindert de Vries3, Marcel Marchand3, Guy Engelen1
1 VITO, Integrated Environmental Studies, Boeretang 200, 2400 Mol,

 

Belgium; 2 VU, Institute for Environmental Studies, De Boelelaan 

 

1085, 1081 HV Amsterdam, The Netherlands; 3 Deltares, Rotterdamseweg 185, Delft, The Netherlands; 
contact : joachim.maes@vito.be; bert.vaneck@deltares.nl; jan.vermaat@ivm.vu.nl

PC‐RasterExtend Farmgate balances

issues/challenges 

•

 

Technical: deciding on exact formulation; unearthing data for verification; 

 

coupling and aggregating the three model lines

•

 

Team‐related: staff changes, developing common language, understanding 

 

SPICOSA instructions

resolution

Grid cell model 

Final integration: Extend


	Slide Number 1

